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ABSTRACT 
We have investigated the optical emission characteristics of poly(2,5-dioctyloxy-p-phenylenevinylene) ~ 
PPV) thin films under high intensity ps pulsed laser excitation (lpump > l MW/ cm2). We observed that the emission 
spectrum consist of a spectrally nanowed emission (SNE) band (FWHM ~ 10 nm) and superimposed sharp spectral 
lines. High resolution spectral measurements conducted at room and liquid nitrogen temperatures show that the spectral 
width of these lines is less than l nm. The lines peak positions are independent of film thickness, however, they shifts 
upon changing the excitation wavelength. Also, the excitation intensity dependence of these narrow lines is found to be 
different from that of the SNE band. We argue that the narrow lines are due to Raman scattering gain of the 1 •, 2nd and 3d 
order Raman active modes ofDOO-PPV. 
Keywords: D00-PPV, Raman scattering gain, stimulated emission, strongly coupled vibrations. 
1. INTRODUCTION 
The investigation and explanation of the exciton emission behavior in luminescent conducting polymer thin films under 
high excitation intensities have recently drawn considerable attention 1•1. The high optical gain achieved in these materi-
als results in dramatic emission spectral narrowing and radiative lifetime shortening when the excitation intensity ex-
ceeds a certain threshold value. For example, for films of the soluble derivative of PPV, namely D00-PPV, the spectral 
narrowing process occurs as bright emission with about ten-fold reduced spectral width and subpicosecond time duration, 
when the exciton density exceeds a threshold level of ~5xl017 cm·3• This nonlinear emission behavior has been attributed 
to several processes such as amplified spontaneous emission3, cooperative emission or superlluorescence4..s and mirrorless 
lasing6. We will refer to this emission simply as spectrally narrowed emission (SNE) throughout this paper. 
In this worlc we report novel spectral features observed in the emission ofDOO-PPV films which occur in addi-
tion to, or on top of the SNE band. 
2. EXPERIMENTAL 
For our measurements we used thin D00-PPV films spin-coated on glass substrates. The samples were excited at three 
different wavelengths : 532, 558 and 563.5 nm, respectively; the laser pulse duration was~ 100 ps and the pulse energies 
varied from 0.1 to 50 µJ. The excitation light was focused onto the polymer film within an area of ~I mm2• The emis-
sion spectra were measured with a SPEX 0.6 m triple spectrometer, employing 300, 600 and 1200 grooves/mm gratings 
and a cooled CCD array. To avoid oxidation, the samples were kept in a cryostat under vacuum of 10·3 torr, where the 
temperature of the samples could be changed between 80 and 300 K. 



































Figure 1. Nonnaliz.ed emission spectra ofDOO-PPV film at room temperature 
obtained with 532 run excitation. pulse width ~ 100 ps, repetition rate 100 Hz. 
The excitation energies per pulse are: (a) 0.11 µJ, (b) 0.12 µJ, (c) 0.15 µJ, 
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Figure 2. Emission spectra for higher excitation intensities, at 80 K. 




3. RESULTS AND DISCUSSION 
For 532 run excitation at room temperature the emission spectrum of D00-PPV follows the typical spectral narrowing 
process in conducting polymer films: when the excitation energy is increased from 0.1 to 0.3 µ]/pulse the spectral width 
of the polymer emission collapses from a FWHM of~ 80 run to 7 nm (Fig. I). However, a further increase of the pump 
energy leads to the appearance of new, sharp spectral features superimposed on the SNE band. This is ilJustrated in Fig.2 
where we show the emission of D00-PPV films measured at 80 K. As the pump energy is further increased from 0.1 to 
5.3 µJ/pulse, two sharp peaks emerge on the shoulders of the SNE band at 629 and 640 nm, respectively. The FWHM 
of these sharp lines is less than I nm, and thus is significantly narrower than the SNE band (Fig.2). 
Two effects are conceivable for the origin of the observed sharp lines: (1) the presence of a microcavity mode 
structure or (2) the presence of a nonlinear process associated with Raman scattering, namely Raman gain. 
Considering the first possibility, a cavity length estimate of a possible microcavity, fonned by the polymer-air 
and polymer-glass interfaces, gives d = IO µ when using the relation8 
d = c/2Mv, (1) 
where d- cavity length. c - speed of light. n - refraction index of the medium, Av - differen:e in mode frequency. This 
value ford is at least one order of magnitude larger than the polymer film thickness used in our measurements. Another 
consequence of a microcavity consideration is that we would expect the mode spacing to be different for various film 
thicknesses. In Fig.3 we show D00-PPV emission spectra for two films with different thickresses: 240 nm and 900 nm 
thick, respectively. In both cases the spectral separation of the narrow lines is the same. 
From these two observations we conclude that microcavity effects can be ruled out as giving rise to the narrow 
emission lines. 
The excitation intensity needed for observation of the narrow lines was in the order of 2+50 MW /cm2; these are 
quite high intensity levels, at which nonlinear optical phenomena are expected to play an important role. This fact, to-
gether with the shatpness of the narrow emission lines, points at the possibility that stimulated Raman scattering (SRS) 
is present in our measurements. Under this assumption we expect to observe the following features: 
(i) the spectral position of the emission lines should change with the shift of the excitation wavelength 
(ii) the output intensity lsRS should vary exponentially with the pump intensity lpwnp, according to the relation9 
ISRs = IsRs (0)*exp(glpump {) 
where g is the gain coefficient, and t - the length of the active medium. 
(iii) we expect to observe a threshold effect as well as gain saturation. 
(iv) the Raman lines might be observed not only at first order but also at higher orders. 
(2) 
To perform a more detailed study related to the possibility of Raman gain, we measured the l" order Raman 
scattering spectrum ofDOO-PPV at low excitation intensities. To avoid the strong lumirescence background, we used 
long-wavelength excitation with a CW Ti:sapphire laser operating at 752 nm. The Raman spectrum is given in Fig.4 
and shows several strong tires located at 1584, 1313, 1285, 1117 and 968 cm·1 respectively. According to Sakamoto et 
al. 10, who measured the Raman spectrum of unsubstituted PPV, the strongest Raman line at 1584 cm·1 is assigned to the 
polymer ring mode corresponding to the vs. of benzere in the Wilson notation. We thus expect this phonon line to 
strongly participate in the Raman gain process at high excitation intensities. 
Figure 5 shows the emission spectra of a D00-PPV film at high excitation intensity for two additional excita-
tion wavelengths, namely 558 and 563.5 nm. In both cases the SNE band is centered at 630 nm and remains unshifted 
However, a very intense, single, shaip emission line appears on the high energy side of the SNE band. From high reso-
lution measurements we determined the line width of this sharp line to be less than 3A. The position of this shaip line 
is shifted at 558 run excitation compared to 563.5 nm excitation, and this frequeocy shift exactly corresponds to the ~ 
quency differeoce of the two excitation wavelengths. Therefore, we have a clear indication for the presence of a first order 
Raman scattering gain in our D00-PPV films. 
To identify the Raman active modes participating in the SNE at high excitation intensities we have plotted the 
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Figure 3. O00-PPV emission spectra for two films of different 
thickness d, at 80 K, where the excitation wavelength is 532 nm 
(a) d ~ 240 nm. (b) d ~ 900 nm. 
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Figure 4. D00-PPV Raman spectrum at low excitation intensity. 
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Figure 5. D00-PPV emission spectta at high excitation intensities for two different excitation 
wavelengths: (a) Aexc = 563.5 nm, (b) Aexc = 558 nm. The amplified first order Raman 
scattering lines (RS) are shifted from spectrally narrowed emision (SNE) band. 
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Figure 6. D00-PPV emission at high intensity (a) and first order Raman spectrum, obtained at low 











''✓ 40 I \ I 





20 \ I \ 
\ 
' \ ,_ 
620 630 640 650 
wavelength (nm) 
Figure 7. (a) DOO-PPV emission spectrum at high excitation intensity. fai>erimental conditions: 
Aexc = 532 nm. Eexc = 7 µJ, T = 80 K; 
(b) Second order Raman spectrum of 1285, 1313 and 1584 cm· 1 modes is shown as a thin line. 
( c) Third order Raman spectrum of 968 and 1117 cm -l modes is shown as dashed line. 
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94 
is apparent that a very good overlap is obtained for the 1584 cm-• Raman mode. Ifwe go back to the case of 532 run ex-
citation. we notice that the frequency shift between the pump and the SNE band is in the order of 3000 cm-1, a shift 
which is too large for any known Raman mode frequency in D00-PPV. However, we obtain again good spectral overlap 
if we consider higher order Raman scattering, as shown in Fig. 7. As we can see, the 640 run shaip emission peak, on 
top of the SNE band, overlaps with the second order of the 1584 cm-1 Raman mode (Fig.4), whereas the 629 nm peak 
overlaps with the third order of the 968 cm-1 mode. We conclude therefore, that strong Raman scattering gain is observed 
only when a spectral coincidence is reali7.ed between the fundamental, or higher-order Raman mode, and the spectral re-
gion of maximum optical gain We thus argue that the obseived Raman gain is not due to a simple stimulated Raman 
process11 • 
Another interesting characteristic of the D00-PPV emission under high excitation intensity is the excitation 
intensity dependence for both the SNE band and Raman gain peaks. The threshold excitation intensity for the Raman 
gain is almost one order of magnitude higher than that for the SNE12• Moreover, the Raman scattering gain seems to 
saturate at higher excitation intensities than the SNE, and thus dominates the emission spectrum at the highest excita-
tion intensities12• 
4. CONCLUSIONS 
We have investigated D00-PPV emission spectra at high excitation intensities of order 2+50 MW/cm2 and 
discovered very narrow (0.3 - 1.0 run) emission lines superimposed on a relatively broad SNE band of~ IO run width. 
The appearance of these spectral features can be explained by Raman scattering gain of the first, second and third order 
Raman active modes of the polymer, the strongest of which is the ring mode at 1584 cm-1• Raman gain appears at rela-
tively high excitation intensities whenever the polymer Raman active lines of the first, or higher orders coincide with the 
exciton SNE band. 
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